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Design Standards
Nurse Station
ARCHITECTURAL
 Ceiling: Acoustic Ceiling Tile
 Ceiling Ht: 2400 mm (8'-0")
 Wall Finish: Paint
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Carpet
 Slab Depr: --
 Notes:

SPECIAL EQUIPMENT
None

LIGHTING
 General: 70FC
 Special: Recessed Downlights
 Notes: 1. 600 mm x 1200 mm (2’x4’) 

recessed fluorescent light fixture,
acryliclens,w/2-F32T8 lamps, 
3500 deg. K, CRI=75 (Min.)

 2. Illumination level controlled by 
dimmer.

POWER
 General: --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: Yes
 Radio: --
 Telephone: Yes
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15 (Note 1)
 100% Exhaust Air: Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 6
 Room Pressure: Equal
 AC Load-Equipment: 54W/m 2 (5W/SF)
 AC Load Lighting: 64W/m 2 (6W/SF)
 Number of People: 5
 Special Exhaust: --
 Notes:

1.  See HVAC Design Manual for
Hospital Projects for other
cosiderations.

PLUMBING AND MEDICAL GASES
 Cold Water: --
 Hot Water: --
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: --
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Nurse Station

1 CC COUNTER, PLASTIC LAMINATED TOP, LENGTH AS REQUIRED
x 1067 mm (42”) (PG-18-1, MCS 12302;  PG-18-4, SD 27)

1 VV CABINET, FILING (LETTER SIZE) 5 DRAWER,
APPROX., 381 mm x 635 mm x 1524 mm (15” x 25” x 60”)

AR VV CHAIR, ROTARY, WITHOUT ARMS
1 VV BULLETIN BOARD, 914 mm x 1524 mm (36” x 60”)
1 CC CALL, CODE ONE, CONTROL AND ALARM STATION CONNECTED

TO LIFE SUPPORT UNIT AND SWITCHBOARD
AR VV COMPUTER SYSTEM (PC)
AR VV PRINTER FOR COMPUTER SYSTEM
AR CC RECEPTACLE, ELECTRICAL, QUADRAPLEX, FOR COMPUTER

EQUIPMENT (PG-18-1, MCS 16140: H-18-3, CS 866-1)
1 VV CLOCK, BATTERY OPERATED
AR CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP

(PG-18-1, MCS 16140; H-18-3, CS 801-3)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Consultation Room
ARCHITECTURAL
 Ceiling: Acoustic Ceiling Tile
 Ceiling Ht: 2400 mm (8'-0")
 Wall Finish: Paint
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Carpet
 Slab Depr: --
 Notes: 1. Provide STC 40 PTNS & Door

2. 3’-0” Wide Door

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes:

1. 600mm x 1200mm (2’ x 4’)
recessed fluorescent light fixture,
acrylic prismatic lens, with 2-
F32T8 lamps, 3500 deg. K,
CRI=75 (minimum).

POWER
 General: --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: Yes
 Radio: --
 Telephone: Yes
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15% (Note 1)
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: Equal
 AC Load-Equipment: 43W/m2  (4W/SF)
 AC Load Lighting: 32W/m2 (3W/SF)
 Number of People: 3
 Special Exhaust: --
 Notes:

1. See HVAC Design Manual for Hospital
Projects for other considerations.

PLUMBING AND MEDICAL GASES
 Cold Water: --
 Hot Water: --
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: --
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
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Consultation Room

1 VV DESK, DOUBLE PEDESTAL, APPROX., 1524mm x 762mm x 749mm
(60” x 30” x 29 1/2”)

1 VV CHAIR, ROTARY. WITH ARMS
AR VV CHAIR, STRAIGHT, WITH ARMS
AR VV HOOK, COAT, WALL MOUNTED
1 VV BOOKCASE, 2 ADJ. SHELVES, 900mm x 900mm x 300mm

(36” x 36” x 12”)
1 VV COMPUTER SYSTEM (PC) WITH KEYBOARD
AR CC RECEPTACLE, ELECTRICAL, QUADRAPLEX, FOR COMPUTER

EQUIPMENT (PG-18-1, MCS 16140: H-18-3, CS 866-1)
1 VV CLOCK, BATTERY OPERATED
AR CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP

(PG-18-1, MCS 16140; H-18-3, CS 801-3)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Changing Cubicles & Patient Lockers
ARCHITECTURAL
 Ceiling: Acoustic Ceiling Tile
 Ceiling Ht: 2400 mm (8'-0")
 Wall Finish: Paint
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Vinyl Composition Tile
 Slab Depr: --
 Notes:

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes:

1. 300 mm x1200 mm (1’x4’) recessed
fluorescent light fixture, acrylic
prismatic lens.

2. 600mm x 600 mm  (2’x2’) recessed
fluorescent light fixture, acrylic
prismatic lens.

3. Provide nurse call light in corridor.

POWER
 General: --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: --
 Radio: --
 Telephone: --
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: ---
 100% Exhaust Air: Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: Negative
 AC Load-Equipment: 1W/m2 (1W/SF)
  AC Load Lighting: 22W/m2 (2W/SF)
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: --
 Hot Water: --
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: --
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Changing Cubicles and Patient Lockers

AR CC CUBICLE, DRESSING WITH ROBE HOOK, CURTAIN ROD AND
WALL HUNG BENCH (PG-18-1, MCS 06200 & 10800) 

AR VV CURTAIN & ROD FOR DRESSING BOOTH
AR CC MIRROR, FULL LENGTH, HEAT TEMPERED GLASS,

500mm x 1220mm (20” x 48”)
AR CC LOCKER, STEEL, WITH FLAT TOP SURFACE,

305mm x 533mm x 1220mm (12” x 21” x 48”)
AR CC NURSE CALL, EMERGENCY STATION, ACTIVATED BY PUSH

BUTTON ON WALL, WITH CORRIDOR SIGNAL LIGHT
(PG-18-1, MCS 16761)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Anesthesia Workroom & Equipment Storage
ARCHITECTURAL
 Ceiling: Gwbd.
 Ceiling Ht: 2400 mm (8'-0")
 Wall Finish: Gwbd Paint (Special Coat)
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Vinyl Composition Tile
 Slab Depr: --
 Notes:

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes:   1. 600 mm x 1200 mm (2’x4’)

recessed fluorscent light
fixture, acrylic prismatic lens,
W/2-F32T8 lamps, 35000K,
CRI=75 (Min.)

POWER
 General: --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: --
 Radio: --
 Telephone: --
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: ---
 100% Exhaust Air: Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: --
 Room Pressure Negative
 AC Load-Equipment: 32W/m 2(3W/SF)
 AC Load Lighting:          32W/m 2(3W/SF)
 Number of People: 3
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: Yes
 Medical Vacuum: Yes
 Oxygen: Yes
 Notes: 
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Anesthesia Workroom & Equipment Storage (cont.)

1 CC OUTLET, AUDIO EMERGENCY ALARM (PG-18-1, MCS 16761)
1 CC CONDUIT FOR ABOVE EQUIPMENT TO RECOVERY BEDS

(PG-18-1, MCS 16111)
AR CC RECEPTACLES, ELECTRICAL, DUPLEX, 120 VOLT, 15 AMP, STRIP

MOLD WITH OUTLETS, WIRED ALTERNATELY ON SEPARATE
CIRCUITS ON 600mm (24”) CENTERS ABOVE COUNTER
(PG-18-1, MCS 16140, H-18-3, CS 801-3)

1 VV DISPENSER, SOAP, LIQUID, WALL MOUNTED
1 VV DISPENSER, BIFOLD PAPER TOWEL, SURFACE MOUNTED
1 VV FLAME PHOTOMETER
2 VV TABLE, CRT, APPROX. 900mm x 900mm (36” x 36”)
1 VV MACHINE, BLOOD GAS ANALYSIS
1 VV CART, ANESTHESIA EQUIPMENT
1 VV CLOCK, BATTERY OPERATED
AR CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP

(MCS 16140; CS 801-3)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Clean Utility Room
ARCHITECTURAL
 Ceiling: SC Gwbd
 Ceiling Ht: 2400 mm (8'-0")
 Wall Finish: Paint
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Vinyl Composition Tile
 Slab Depr: --
 Notes: 1. 1200 mm (4'-0") Wide door

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes: 1. 600mm x 1200mm (2’ x 4’)

recessed fluorescent light
fixture, acrylic prismatic lens,
with 2-F32T8 lamps, 3500 deg.
K, CRI=75 (minimum).

POWER
 General: 80 w
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: --
 Radio: --
 Telephone: Yes
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15
 100% Exhaust Air: Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: Positive
 AC Load-Equipment: 27W/m 2 (2.5W/SF)
 AC Load Lighting: 38W/m2 (3.5W/SF)
 Number of People: 2
 Special Exhaust: --
Notes: 1. See HVAC Design Manual for

Hospital Projects for other
considerations.

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Clean Utility Room

AR VV SHELVING, STORAGE, MOBILE, STEEL, ROD SHELF, OPEN STYLE
WITH 5 ADJUSTABLE SHELVES

T-5B AR CC CABINET, WALL, WITH SLOPING TOP, 2 HINGED DOORS AND 2
ADJUSTABLE SHELVES, 914mm x 559mm x 1067mm
(36” x 22” x 42”) (PG-18-1, MCS 12301; PG-18-4, SD 70E)

AR VV CART, MOBIL WITH ADJUSTABLE SHELVES,
686mm x 914mm x 965mm (27” x 36” x 38”)

AR CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP
(PG-18-1,MCS 16140; H-18-3, CS 801-3)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Soiled Utility Room
ARCHITECTURAL
 Ceiling: SC Gwbd
 Ceiling Ht: 400 mm (8'-0")
 Wall Finish: SC  Paint
 Wainscot: --
 Base: Resilient Base
 Floor Finish: Ceramic Tile
 Slab Depr: --
 Notes: 1. Full height ceramic tile - 3 walls

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes: 1. 600 mmx1200 mm (2’x4’)

recessed fluorescent light
fixture, acrylic prismatic lens,
W/2-F32T8 lamps, 3500oK,
CRI=75 (Minimum)

POWER
 General: 180 w
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:   --
 Radio: --
 Telephone: Yes
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: --
 100% Exhaust Air Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 6
 Room Pressure: Negative
 AC Load-Equipment: 38W/m 2 (3.5W/SF)
 AC Load Lighting: 38W/m 2 (3.5W/SF)
 Number of People: --
 Special Exhaust: --
 Notes: 1.  See HVAC Design Manual for

Hospital Projects for other
considerations.

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Soiled Utility Room

2 VV CART, UTILITY, CORROSION RESISTING STEEL,
914mm x 762mm (36” x 18” x 30”)

P-418 1 CC LAVATORY, SENSOR CONTROL
(PG-18-1, MCS 15450; PG-18-4, VOL. 3 SD 380)

1 VV DISPENSER, SOAP, LIQUID, WALL MOUNTED
1 VV DISPENSER, BIFOLD PAPER TOWEL, SURFACE MOUNTED

P-505 1 CC SINK, SERVICE, CLINIC, FLUSHING RIM, WALL HUNG
(PG-18-1, MCS 15450; PG-18-4, SD 379)

AR VV CARTS, SOILED, LINEN
1 CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP

(PG-18-1,MCS 16140; H-18-3, CS 801-3)
AR VV CRASH CART
1 VV RACK, BEDPAN AND URINAL, WALL MOUNTED

600 mm x 180 mm x 1040 mm (26” x 7” x 41”)

SYMBOL QTY AI DESCRIPTION
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Design Standards
Housekeeping Aids Closet
ARCHITECTURAL
 Ceiling: GWB
 Ceiling Ht: 400 mm (8'-0")
 Wall Finish: GWB SC  Paint
 Wainscot: --
 Base: Welded Seamless Flooring
 Floor Finish: Welded Seamless Flooring
 Slab Depr: --
 Notes:

SPECIAL EQUIPMENT
None

LIGHTING
 General: 30FC
 Special: --
 Notes:

1. 600 mm x 1200 mm (2’x4’) recessed
fluorescent light fixture, acrylic prismatic
lens, W/2-F32T8 lamps, 3500oK,
CRI = 75 (Minimum)

POWER
 General: 180 w
 Emergency: --
 Notes: --

COMMUNICATION
 ADP: --
 Radio: --
 Telephone: --
 Intercom: --
 Pub. Addr: --
 Notes:

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: --
 100% Exhaust Air Yes
 Noise Criteria: 40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating: 30%
 Minimum Air Changes/Hr.: 10
 Room Pressure: Negative
 AC Load-Equipment: 20W/m2 (1.8W/SF)
 AC Load Lighting: 27W/m2 (2.5W/SF)
 Number of People: --
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes:
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Housekeeping Aids Closet

P-502 1 CC SINK, SERVICE, CORNER, FLOOR MOUNTED
(PG-18-1, MCS 10360; PG-18-4, SD 64B & 66)

T-10 AR CC RACK, MOP, WALL MOUNTED
(PG-18-1, MCS 10360; PG-18-4, SD 64B & 66)

T-7 AR CC SHELVING, WALL HUNG, CORROSION RESISTING STEEL, TWO
FIXED SHELVES, TWO DOORS WITH LOCKS,
914mm x 305 x 1219mm (36” x 12” x 48”), 1524mm (60”) ABOVE
FINISHED FLOOR (PG-18-1, MCS 12301, PG-18-4, SD 60C & 66)

1 VV VACUUM CLEANER, BATTERY POWERED
1 VV MACHINE, SCRUBBING, WALL, BATTERY POWERED
1 VV CART, SUPPLIES, 610mm x 1220mm (24” x 48”)
1 CC RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP, WITH

GROUND FAULT INTERRUPTER
(PG-18-1, MCS 16140, H-18-3, CS 801-3)

SYMBOL QTY AI DESCRIPTION


